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Aqua Iso weather protection paint i
317 &

|deal for exterior wood coating

Material description

Material type: Opaque water-thinnable barrier paint against wood ingredients

Intended use: Aqua Iso weather protection paint is the ideal coating for roof soffits, timber cladding, half-timbering and
other non-dimensionally stable and limited dimensionally stable wooden surfaces in exterior areas.

Not suitable for windows and doors.

Properties: e  Excellent insulating properties of wood ingredients
e  Very good weather resistance
e (an be used directly without primer
e High covering power
o  High degree of whiteness
o water-dilutable
e  (Can be tinted with standard color concentrates in the pastel range
e  plasticizer-free
e  solvent-free
e  aromatic-free

e |ow odor

Without fungicides and other film preservatives. Infestation by algae and fungi cannot be completely ruled
out in individual cases in highly biologically contaminated areas.
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Color shades: Order no: Color shade: Covering power:
3179010 white, silk matt Class 1 at 7 m?/Itr
Density: approx. 1.28 g/ml
Packaging: 750ml 2.51tr 5 Itr
Dilution: Set ready for use. If necessary with water
Storage: Store in a cool, dry place in a tightly closed original container. Protect from heat, frost and direct sunlight.

Can be stored for approx. 1 year in the unopened original container.

Technical application notes

Substrates: Limited dimensionally stable and non-dimensionally stable wooden components such as spruce panels,
MDF, 0SB, hardboard, other solid wood, plywood, chipboard, laminated wood.

Exotic woods and oily woods such as teak can lead to adhesion problems and drying delays; in these cases
we recommend preliminary tests.

Substrate preparation: Surfaces must be clean, dry, stable and free of dust and grease. Clean soiled surfaces beforehand, check
firmly adhering old coats for suitability and sand down.
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The wood moisture content must not exceed 15% for limited and non-dimensionally stable timber
components. The principles of constructive wood protection must be observed in order to achieve durable
wood protection with coating materials.

Preparation and testing of existing wooden substrates in accordance with BFS data sheet no. 18 and the
VOB guidelines, part C, DIN 18 363, sections 2 and 3. Blue stain-resistant impregnation is required on
wooden components at risk of blue stain.

Coating structure: Sand new wooden components in the direction of the grain, clean thoroughly and remove any leaks.
Remove resins and break sharp edges.

Sand old, untreated wooden components down to the sound, load-bearing wood and sand thoroughly.
clean. Break sharp edges.

Thoroughly clean and sand coated wooden components. Completely remove non-load-bearing old coatings
down to the load-bearing wood.

Prepare zinc substrates and rigid PVC with ammoniacal wetting agent wash according to BFS No. 5 and 22.

2- 3 x Agqua Iso weather protection paint

Processing conditions: During the entire processing and drying time, the material, substrate and air temperature must not fall below
8°C and must not exceed 30°C. The air humidity should be between 30% RH and 65% RH during the entire
time.

High humidity and low temperatures delay the drying of the coating film.
Observe information according to BFS leaflet no. 18.

Tool cleaning: Wash immediately after use with plenty of soap and water.

Labeling

Waste code: 080112 Product code: M-DFO1

Disposal: Only dispose of completely empty containers for recycling. Hardened residues can be disposed of with

residual waste. Liquid paint residues must be disposed of via the hazardous waste collection points or
authorized disposal companies.

Note: Keep out of reach of children. Use combination filter A2/P2 for spraying work. Use dust filter P2 for sanding
work. Ensure thorough ventilation during application and drying. Avoid eating, drinking and smoking while
using the paint. In case of contact with eyes or skin, rinse immediately with plenty of water. Do not allow
to enter drains, waterways or soil. Clean tools immediately after use with soap and water.

Other: The accident prevention regulations of BG Chemie "Processing of coating materials" (VBG 23) must be
observed. Remove foodstuffs from the rooms concerned during processing and the drying time. Further
information can be found in the EC safety data sheet.

Processing instructions

Application method paint/ roll

Dilution undiluted

Drying / recoatability Dust-dry non-slip paintable Through-drying
{20°C/55% r.h.) * ~30min ~40 min ~4h ~24h
Yield paint/ roll

m? / Itr. 5-7
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Special notes

The material must be stirred well before processing. When tinting with color pastes, the insulating effect may be reduced.
Diluting the paint reduces the insulating effect.

* Specified drying times apply at 20°C / 55% relative humidity and sufficient air movement.
The following conditions may delay drying:

e  Low temperatures

e High humidity

e  Excessive layer thickness

e lack of air movement

Status 12/18

PAUL JAEGER GMBH & CO. KGe Siemensstrasse 6e 71696 Mdglingene Phone +49 7141-24 44-0e Fax +49 7141-24 44 55e info@jaegerlacke.de ewww.jaegerlacke.de

Our written and verbal application recommendations, which we provide to support the processor on the basis of our practical experience and to the best of our knowledge in accordance
with the current state of science and technology, are non-binding and do not constitute a contractual legal relationship or an ancillary obligation arising from the purchase contract. They
do not release the purchaser from the obligation to check the suitability of the products for the intended purpose on his own responsibility. In the event of the publication of a new edition
due to technical progress, the above information shall lose its validity. In all other respects, our General Terms and Conditions apply.
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